CONTACT CARLISLE FOR APPROPRIATE RECOMMENDATIONS NEEDED TO MEET/EXCEED ANSI/SPRI/GT-1 DESIGN CRITERIA

FOR MASONRY APPLICATIONS, PLEASE CONTACT CARLISLE.

BOTTOM SIZES ARE PROVIDED IN 1/2-IN. INCREMENTS (e.g. 5-1/4-IN., 5-3/4-IN., 6-1/4-IN., ...)

GUTTER FORMED IN 10-FT. LENGTHS W/ CONCEALED SPLICES, 6-IN. WIDE

2-PIECE EXTRUDED ALUM. BRACKET, 1-IN. WIDE @ 2-FT. OC

SEALANT BY INSTALLER

MEMBRANE BLOCKING BY OTHERS

1-1/2-IN. SS RING SHANK NAILS, PROVIDED @ 12-IN. O.C.

#14 X 1-1/2-IN. UNIVERSAL FASTENERS, PROVIDED @ 2-FT. O.C.

BLOOMING BY OTHERS

FACE MIN = 5-1/4-IN.
MAX = 10-1/4-IN.

BACK MIN = 6-1/4-IN.
MAX = 10-IN.

FLANGE (OPTIONAL) 4-IN. MAX.

4-N. INSTALLER

SEALANT BY

CONCEALED SPLICES. 6-IN. WIDE

CUTTER FORMED IN 10-FT LENGTHS

W/ CONCRETE SPACES UP TO 16-PER-FEET (VERTICAL), AND 22 PSF (HORIZONTAL)

ANSI/SPRI/GT-1 TEST PRESSURES UP TO 136 PSI (VERTICAL), AND 223 PSI (HORIZONTAL)

FM Approved