CONCEALED SPLICE, 4 IN. WIDE

#14 X 1-1/2 IN. UNIVERSAL FASTENERS

2-1/4 IN.

#14 X 1-1/2 IN. UNIVERSAL FASTENERS

FOR ALL FACE SIZES

PROVIDED @ 12 IN. O.C.

FOR FACE SIZES>10 IN.

PROVIDED @ 12 IN. O.C.

#14 X 1-1/2 IN. UNIVERSAL FASTENERS

#14 X 1-1/2 IN. UNIVERSAL FASTENERS

BLOCKING BY OTHERS

MEMBRANE

SEALANT BY INSTALLER

CONCEALED SPLICE 4 IN. WIDE

FASCIACAP FORMED IN 10 FT. LENGTHS

0.050 ALUM. RETAINER FORMED IN 10 FT. LENGTHS

FM Approved

ANSI/SPRI/FM4435/ES-1 TEST PRESSURES UP TO 286 PSI (HORIZONTAL)

FACE

MIN=3-3/4 IN.

MAX=12-3/4 IN.

2-1/4 IN.

3/4 IN.

1-3/4 IN.

3 IN.

ANSI/SPRI/FM4435/ES-1 DESIGN CRITERIA

CONTACT CARLISLE FOR APPROPRIATE RECOMMENDATIONS NEEDED TO MEET/EXCEED

PRE-DRILL WITH 3/16 IN. DRILL BIT FOR MASONRY CONDITIONS.

#14X1-1/2 IN. UNIVERSAL FASTENERS, PROVIDED @12 IN. O.C. FOR ALL FACE SIZES

PROVIDED @ 12 IN. O.C.

FOR FACE SIZES>6 IN. BUT ≤10 IN.

PROVIDED @ 12 IN. O.C.

FOR FACE SIZES<10 IN.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.

PROVIDED @ 12 IN. O.C.