	OMG EdgeSystems
July 2016

4 Commerce Way

Arden, North Carolina 28704

Toll Free
800-892-9173

Phone
828-676-1700

Website
www.omgedgesystems.com
Email
info@omgedgesystems.com

	March 2017





SECTION 07710

Vented Trim Fascia
I. PART ONE  GENERAL

1.01 SUMMARY:

Work included: Manufacturer shall provide a perforated vented trim fascia for air venting at the eave.

B. Related Work: [Insert applicable sections].

1.02 SUMMARY:

A. Provide labor, material, and equipment necessary for furnishing a complete installation of vented trim fascia.
1.03 SUBMITTALS:

A. Product Data: Provide manufacturer’s product and complete installation data for all materials in this specification.

B. Shop drawings: Show profiles, joining method, location of accessory items, anchorage and flashing details, adjacent construction interface, and dimensions.

C. Samples: Available on request; sized to adequately represent material.

D. Contract Closeout: Submit Special Warranty and Manufacturer’s performance certifications [if applicable].

E. Installation Guide: The product manufacturer shall provide a written installation guide.

1.04 PRODUCT HANDLING:

A. All materials shall arrive in the manufacturer’s original sealed, labeled containers.

B. Store materials in a dry, protected, well-vented area.  The contractor shall report damaged material immediately to the delivering carrier and note such damage on the carrier’s freight bill of lading. 

C. Remove protective plastic surface film after installation.

1.05 SUBSTITUTIONS

A. Proposals for substitution products shall be accepted only from bidding contractors a minimum of 10 working days before bid due date. The proposed substitution shall meet the performance and quality standards of this specification (see section 1.04).

1.06 JOB CONDITIONS:

A. Verify that other trades are complete before installing the roof edging.

B. Mounting surfaces shall be straight and secure; substrates shall be of proper width.

C. Refer to the construction documents, shop drawings and manufacturer’s installation instructions.

D. Coordinate installation with roof membrane manufacturer’s installation instructions.

E. Observe all appropriate OSHA safety guidelines for this work.

1.07 WARRANTY/GUARANTEE:

A. Manufacturer’s Standard Warranty: Warranted materials shall be free of defects in material and workmanship for five years after shipment.  If, after inspection, the manufacturer agrees that materials are defective, the manufacturer shall at their option repair or replace them. For decorative finish warranty, consult manufacturer.
II. PART TWO  PRODUCTS

2.01 MANUFACTURER:
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2.02 VENTED TRIM FASCIA:

A. Custom size Vented Fascia Trim, as shown on the drawings.

B. Fascia metal gauge [choose]: .040” or .050”, thick formed aluminum, or 24 gauge galvanized steel with Kynar 500 finish.

D.  Fasteners: As recommended by the manufacturer per substrate application. 

E. Exterior finishes: [For aluminum choose] Natural mill finish, Kynar-500 from manufacturer’s standard colors, custom color Kynar-500, or Clear or Color Anodized. [For 24 gauge galvanized steel choose] Kynar-500 standard color from manufacturer’s standard colors.

2.03   ACCESSORIES:

A. Corners, end caps, expansion joints, etc. shall be fabricated by the manufacturer. 

III. PART THREE  EXECUTION

3.01 INSPECTION:

A. Verify that vented fascia trim installation will not disrupt other trades. Verify that the substrate is dry, clean and free of foreign matter. Report and correct defects prior to any installation.

3.02 INSTALLATION VENTED TRIM FASCIA:

A. Submit product design drawings for review and approval to Architect or Specifier before fabrication.

B. Installing contractor shall check as-built conditions and verify the manufacturer’s gutter details for accuracy to fit the assembly prior to fabrication. The installer shall comply with the vented trim fascia manufacturer’s installation guide.

C. Installer shall furnish mechanical fasteners consistent with manufacturer’s instructions.
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